
  

The “Claw” 
Aircraft Anchoring System  

Patented 
Installation 

Bag contains: 3 Anchors; 9 Spikes; 1 Hammer; 30-ft Rope 

Step 1: Always place wheel chocks on both main landing gear tires. 
This keeps the aircraft from “walking” or “twisting” in high winds. 
Warning:( Failure to use wheel chocks greatly reduces the ability of The Claw to hold the 
aircraft.) 

Step 2: Place anchor flat on ground directly under tie-down point of aircraft. 
Tail dragger aircraft: Place anchor directly behind the tail wheel with one arm pointed 
toward the tail wheel. Do not tie to tail wheel. Tie to the frame of the aircraft or attach 
point of tail wheel arm at the frame. 

2a: 

Step 3: 

Note: 

Drive each spike into ground with hammer until spike head makes contact with top of 
anchor. 

Do not hit anchor arms with hammer at any time; this may result in damaging the 
anchor arm. 

Step 4: Secure length of rope from anchor to aircraft anchor point. Rope should be pulled tight. 

Repeat above steps at all three tie-down points of aircraft. 

Removal 
Step 1: Detach ropes from all three points of aircraft. 

Step 2: Place claw of hammer under sleeve at end of each arm and pry up approximately ½ inch. 
As seen in Figure (1). Take your hand or foot and press the arm back into contact with 

ground, DO NOT use the hammer. 

Figure(1) Figure(2) 
Step 3: Place the claw of the hammer under the exposed head of spike and pull up at the same 

angle as the spike is in the sleeve while holding the arm firmly against the ground with 
other hand as seen in Figure(2). DO NOT attempt to pry the spike out of the ground as 
you would a nail out of a board. 

Step 4: 

Step 5: 

Clean loose dirt from spikes and underside of anchor arms, place contents back into bag 
for storage. 

Don’t forget your hammer! 
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